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Basic information 

Brand JAC 

Series N Series 

Design Code LD30G 

Left or Right Driver L 

Fuel Type Diesel 

Cab Type N Series-Single 

Recommended Altitude Low than 4000m 

Recommended Temperature -30-40℃ 

Dimension 

Overall Dimensions(L-W-H)(mm) 5995*1900*2330 

Wheelbase(mm) 3360 

Front overhang/Rear overhang(mm) 1110/1525 

Chassis FF/RF (mm) 1110/1370 

Min Ground Clearance(mm) 205 

Frame ground clearance H1 (mm) 691 

cab wide W1 (mm) 1725 

Weight 

GVW(T) 5.5T 

Curb Weight (Kg) 2560 
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Pay load(Kg) 3T 

Chassis Weight(Kg) 2050 

Performance 

Max speed(Km/h) 115 

Max gradeability (%) 30 

Min Turning Radius(m) 7 

Engine 

Engine model HFC4DE1-1D 

Emission Euro V 

Engine Type 
Common Rail + SCR+DOC + 

Turbo / water cooling  

Max power(hp/rpm) 150/3200 

Max torque(N·m/rpm) 355/1800-2600 

Displacement（cc）  2746 

Cylinders 4 

Clutch 

Engine Type 
Dry single plate with diaphragm 

spring 

Diameter Φ308 

clutch assistance type clutch assistance 

Transmission 

Type ML642A 

Gear position 
R  2  4  6 
     1  3  5 
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Front Axle axle capacity(Kg) 2000 

Rear Axle 

axle capacity(Kg) 4000 

Gear ratio 4.875 

Steering 

steering  recirculating ball-type  

Power steering ● 

Suspension 

Leaf spring number(front/rear) 7/4+6 

Front/Rear axle stabilizer bar —/● 

Frame 

Wf(F/R)(mm) 740/700 

Frame Section Size (Hf*Wf*Hf)(mm) 170*65*5 

Oil Tank 

Fuel tank material plastic 

Fuel tank（L） 100 

Brake 

Type hydraulic brake  

Drum diameter(front/rear) DiscΦ296/Φ320 

Exhaust Braking ● 

Tire 

tire type 205/75R17.5 

Dual rear wheel ● 

Cargo Iron cargo ● 
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Electrical  

Batteries 2*(12V  80Ah) 

Alternator 14.5V 120A 

Starter 12V 2.6KW 

Acoustical Equipment 

MP3 ● 

Radio ● 

Safty Configuration 

Reverse alarm ● 

Seat Belt warning ● 

Height adjustable seat belts ● 

Air Bags(2) ● 

ABS ● 

Comfort Configuration 

AC / Heater ● 

mannal window ● 

power window ● 

Fabric seat ● 

 Central locking ● 

 Seats 3 
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